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VHF Helical Antenna (136-155MHz) 

• Type: Helical 

• Frequency Band: VHF 

• Frequency Range: 136-155 MHz 

• GPS: Y 

• Colour Code: Yellow 

• Length (cm): 15 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e/DP4000e series 

Part Number: PMAD4117A TCC Varenr.: 18271 
VHF HELICAL ANTENNA (136-155 MHZ) 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

 

VHF Stubby Antenna (136-148MHz) 

• Type: Stubby 

• Frequency Band: VHF 

• Frequency Range: 136-148MHz 

• GPS: Y 

• Colour Code: Gray 

• Length (cm): 9 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e/DP4000e series 

På forespørsel  

 

 
VHF Stubby Antenna (160-174MHz) 

• Type: Stubby 

• Frequency Band: VHF 

• Frequency Range: 160-174MHz 

• GPS: Y 

• Colour Code: 

• Length (cm): 9 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e/DP4000e series 

Part Number: PMAD4121B TCC Varenr.: 18532 
VHF STUBBY ANTENNA (160-174 MHZ) 
Unit of Measure: EA CE: No   RTTE: No 

 

 

 
Stubby Antenna (320-360MHz) 

• Type: Stubby 

• Frequency Band: 300 

• Frequency Range: 320-360 MHz 

• GPS: Y 

• Colour Code: Yellow 

• Length (cm): 9 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e/DP4000e series 

På forespørsel  
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VHF Helical Antenna (144-165MHz) 

• Type: Helical 

• Frequency Band: VHF 

• Frequency Range: 144-165 MHz 

• GPS: Y 

• Colour Code: Pink 

• Length (cm): 15 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e/DP4000e series 

Part Number: PMAD4116A TCC Varenr.: 18270 
VHF HELICAL ANTENNA (144-165 MHZ) 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

VHF Helical Antenna (152-174MHz) 

• Type: Helical 

• Frequency Band: VHF 

• Frequency Range: 152-174 MHz 

• GPS: Y 

• Colour Code: Blue 

• Length (cm): 15 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e/DP4000e series 

Part Number: PMAD4118A TCC Varenr.: 18272 
VHF HELICAL ANTENNA (152-174 MHZ) 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

VHF Stubby Antenna (146-160MHz) 

• Type: Stubby 

• Frequency Band: VHF 

• Frequency Range: 146-160MHz 

• GPS: Y 

• Colour Code: Purple 

• Length (cm): 9 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e/DP4000e series 

Part Number: PMAD4120A TCC Varenr.: 18531 
VHF STUBBY ANTENNA (146-160 MHZ) 
Unit of Measure: EA CE: No   RTTE: No 

 

 

Stubby Antenna (360-400MHz) 

• Type: Stubby 

• Frequency Band: 300 

• Frequency Range: 360-400 MHz 

• GPS: Y 

• Colour Code: Blue 

• Length (cm): 9 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e/DP4000e series 

På forespørsel  
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Stubby Antenna (300-337MHz) 

• Type: Stubby 

• Frequency Band: 300 

• Frequency Range: 300-337 MHz 

• GPS: Y 

• Colour Code: Orange 

• Length (cm): 9 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e/DP4000e series 

På forespørsel  

 

 
Whip Antenna (350-400MHz) 

• Type: Whip 

• Frequency Band: 300 

• Frequency Range: 350-400 MHz 

• GPS: Y 

• Colour Code: Pink 

• Length (cm): 16.4 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e/DP4000e series 

På forespørsel  

 

 
UHF Stubby Antenna (440-490MHz) 

• Type: Stubby 

• Frequency Band: UHF 

• Frequency Range: 440-490MHz 

• GPS: Y 

• Colour Code: Green 

• Length (cm): 9 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e/DP4000e series 

På forespørsel  

 

 
UHF SLIM WHIP Antenna 

(403-527MHz) 

• Type: Whip 

• Frequency Band: UHF 

• Frequency Range: 403-527MHz 

• GPS: Y 

• Colour Code: 

• Length (cm): 15 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e/DP4000e series 

Part Number: PMAE4079A TCC Varenr.: 18155 
UHF SLIM WHIP ANTENNA (403-527MHZ) 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

 

 
Antennas (Continued) 

 

 

 
 

 
 

 

 

Stubby Antenna (350-380MHz) 

• Type: Stubby 

• Frequency Band: 300 

• Frequency Range: 350-380MHz 

• GPS: Y 

• Colour Code: Green 

• Length (cm): 9 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e/DP4000e series 

På forespørsel  

 

Whip Antenna (300-360MHz) 

• Type: Whip 

• Frequency Band: 300 

• Frequency Range: 300-360 MHz 

• GPS: Y 

• Colour Code: Purple 

• Length (cm): 16.4 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e/DP4000e series 

På forespørsel  

 

UHF Stubby Antenna (405-450MHz) 

• Type: Stubby 

• Frequency Band: UHF 

• Frequency Range: 405-450MHz 

• GPS: Y 

• Colour Code: Red 

• Length (cm): 9 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e/DP4000e series 

Part Number: PMAE4069A TCC Varenr.: 18156 
UHF STUBBY ANTENNA (403-450 MHZ) 
Unit of Measure: EA  CE: No    RTTE: No 

 

 

UHF Stubby Antenna (470-527MHz) 

• Type: Stubby 

• Frequency Band: UHF 

• Frequency Range: 470-527MHz 

• GPS: Y 

• Colour Code: White 

• Length (cm): 9 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e/DP4000e series 

På forespørsel  
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IMPRES Li-Ion 2250mAh CE Battery 

• Dimensions HxWxD(mm): 
112.35 x 51.65 x 23.2 

• Weight(g): 150g 

• Chemistry: Li-Ion 

• Operational Time (Hrs) approximately: 
16.2/11.1 hrs (Digital/Analogue - DP4000 
Series) 
21/16 hrs (Digital/Analogue - DP4000e 
Series) 
16.5/11.5 hrs (Digital/Analogue - DP2000 
Series) 
20.5/16 hrs (Digital/Analogue - DP2000e 
Series) 

• Capacity[mAh]: 2250mAh (Typical) 

• Intelligent: Y 

• No. of Charge cycle: 300 

• Energy Density (mAH/cm3): 15.9 

• Operating Tem Range (°c): -10 to +60 

• IP Rating: IP68 

• Memory Effect: None 

• Requires Maintenance: N 

• Intrinsic Safety Std: N 

Part Number: PMNN4409BR TCC Varenr.: 18534 
BATT IMPRES LIION IP68 2250T 
Unit of Measure: EA  CE: Yes    RTTE: Yes 

 

 

 
NIMH 1400mAh CE Battery 

• Dimensions HxWxD(mm): 114.50 x 55.33 
x 20.85 

• Weight(g): 210g 

• Chemistry: NiMH 

• Operational Time(Hrs): 10 

• Capacity[mAh]: 1400mAh (Typical) / 
1300mAh (Minimum) 

• Intelligent: N 

• No. of Charge cycle: 400 

• Energy Density (mAH/cm3): 10.7 

• Operating Tem Range (°c): -20 to +60 

• Memory Effect: Y 

• Requires Maintenance: Y 

Part Number: PMNN4415AR TCC Varenr.: 18154 
BATT NIMH IP56 1400T 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

 
IMPRES Li-Ion 1600mAh CE Battery 

• Dimensions HxWxD(mm): 112.35 x 51.65 
x 17.90 

• Weight(g): 130g 

• Chemistry: Li-Ion 

• Operational Time(Hrs): 11 

• Capacity[mAh]: 1600mAh (Typical) / 
1500mAh (Minimum) 

• Intelligent: Y 

• No. of Charge cycle: 500 

• Energy Density (mAH/cm3): 15.4 

• Operating Tem Range (°c): -10 to +60 

• Memory Effect: None 

• Requires Maintenance: N 

Part Number: PMNN4417BR TCC Varenr.: 18536 
BATT IMP IP56 LIION1500M1600T 
Unit of Measure: EA  CE: Yes    RTTE: Yes 

 

 

 

 
Batteries 

 

 

 
 

 

 

Li-Ion 1650mAh CE Battery 

• Dimensions HxWxD(mm): 113 x 52 x 18 

• Weight(g): 125g 

• Chemistry: Li-Ion 

• Operational Time (Hrs) approximately: 
11.5/8 hours (Digital/Analogue - DP4000 
Series) 
15.5/11.5 hours (Digital/Analogue - 
DP4000e Series) 
11.5/8 hours (Digital/Analogue - DP2000 
Series) 
15/11.5 hours (Digital/Analogue - 
DP2000e Series) 

• Capacity[mAh]: 1600mAh (Typical) 

• Intelligent: N 

• No. of Charge cycle: 500 

• Energy Density (mAH/cm3): 15.6 

• Operating Tem Range (°c): -10 to +60 

• IP Rating: IP68 

• Memory Effect: None 

• Requires Maintenance: N 

Part Number: PMNN4406BR TCC Varenr.: 18533 
BATT LIION IP68 1650T 
Unit of Measure: EA  CE: Yes    RTTE: Yes 

 

 

NIMH 1400mAh CE Battery 

• Dimensions HxWxD(mm): 114.50 x 55.33 
x 20.85 

• Weight(g): 210g 

• Chemistry: NiMH 

• Operational Time(Hrs) approximately: 
12/9.5 Hrs (Digital/Analogue - DP4000e 
Series) 
12/9.5 hrs (Digital/Analogue -DP2000e 
Series) 

• Capacity[mAh]: 1400mAh (Typical) 

• Intelligent: N 

• No. of Charge cycle: 400 

• Energy Density (mAH/cm3): 10.7 

• Operating Tem Range (°c): -20 to +60 

• IP Rating IP68 

• Memory Effect: Yes 

• Requires Maintenance: Yes 

• Intrinsic Safety Std: No 

Part Number: PMNN4412AR TCC Varenr.: 18281 
BATT NIMH IP68 1400T 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

Li-Ion 1600mAh CE Battery 

• Dimensions HxWxD(mm): 112.35 x 51.65 
x 17.90 

• Weight(g): 125g 

• Chemistry: Li-Ion 

• Operational Time(Hrs): 11 

• Capacity[mAh]: 1600mAh (Typical) / 
1500mAh (Minimum) 

• Intelligent: N 

• No. of Charge cycle: 500 

• Energy Density (mAH/cm3): 15.4 

• Operating Tem Range (°c): -10 to +60 

• Memory Effect: None 

• Requires Maintenance: N 

Part Number: PMNN4416BR TCC Varenr.: 18535 
BATT STD IP56 LIION1500M1600T 
Unit of Measure: EA  CE: Yes    RTTE: Yes 
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IMPRES Li-Ion 3000mAh CE Battery 

(for use with Vibrating Belt Clip) 

• Dimensions L x W x H (mm): 112.35 x 
51.65 x 23.2 

• Weight: 152g 

• Chemistry: Li Ion 

• Operational Time (Hrs) approximately: 
18/13.5 hours (Digital/Analogue - DP4000 
Series) 
28/21.5 hours (Digital/Analogue - 
DP4000e Series) 
27.5/21 hours (Digital/Analogue - 
DP2000e Series) 

• Capacity (mAh): 3000mAh (Typical) 

• Intelligent: Yes 

• No. of Charge cycle: 300 

• Energy Density (mAh/cm3): 22.3 

• Operating Temp Range (discharge): -10°c 
to +60°c 

• IP Rating: IP68 

• Memory Effect: No 

• Requires Maintenance: No 

• Intrinsic Safety Std: No 

Part Number: PMNN4488A TCC Varenr.: 18537 
BATT IMPRES LIION HE DENS IP68 3000T FOR VIB BELT 
CLIP 
Unit of Measure: EA  CE: Yes    RTTE: Yes 

 

 

 
IMPRES Li-Ion 2100mAh CE Battery 

• Dimensions L x W x H (mm): 112.35 x 
51.65 x 17.90 

• Weight: 130g 

• Chemistry: Li Ion 

• Operational Time (Hrs) approximately: 
19/14.5 hours (Digital/Analogue - 
DP4000e Series) 

18.5/14 hours (Digital/Analogue - 
DP2000e Series) 

• Capacity (mAh): 2100mAh (Typ) 

• Intelligent: Yes 

• No. of Charge cycle: 500 

• Energy Density (mAh/cm3): 20.2 

• Operating Temp Range (discharge): -10°c 
to +60°c 

• IP Rating: IP68 

• Memory Effect: No 

• Requires Maintenance: No 

• Intrinsic Safety Std: No 

Part Number: PMNN4491A TCC Varenr.: 18538 
BATT IMPRES LIION IP68 2100T 
Unit of Measure: EA  CE: Yes    RTTE: Yes 

 

 

 

 
Batteries (Continued) 

 

 

 

 

IMPRES Li-Ion 2250mAh CE Battery 

• Dimensions HxWxD(mm): 112.35 x 51.65 
x 23.2 

• Weight(g): 150g 

• Chemistry: Li-Ion 

• Operational Time(Hrs): 14 

• Capacity[mAh]: 2250mAh (Typical) / 
2150mAh (Minimum) 

• Intelligent: Y 

• No. of Charge cycle: 300 

• Energy Density (mAH/cm3): 15.9 

• Operating Tem Range (°c): -10 to +60 

• Memory Effect: None 

• Requires Maintenance: N 

Part Number: PMNN4418BR TCC Varenr.: 17712 
BATT IMPRES LIION IP56 2250T 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

BATT IMPRES LIION TIA4950 LOW 

VOLT IP68 2900T 

• Dimensions L x W x H (mm): 112.35 x 
51.65 x 23.2 

• Weight: 207g 

• Chemistry: Li Ion 

• Operational Time (Hrs) approximately : 
26.5/20 hours (Digital/Analogue) 

• Capacity (mAh): 2900mAh (Typ) 

• Intelligent: Yes 

• No. of Charge cycle: 300 

• Energy Density (mAh/cm3): 21.5 

• Operating Temp Range (discharge): -10°C 
to +60°C 

• Memory Effect: No 

• Requires Maintenance: No 

• Intrinsic Safety Std: TIA4950 
Note: Only applicable to DP2000e Series 

På forespørsel  
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IMPRES Li-Ion 1950mAh (-30c) IP68 

Battery 

• Dimensions HxWxD(mm): 112.35 x 51.65 
x 23.04 

• Weight(g): 150g 

• Chemistry: LiIon 

• Operational Time (Hrs) approximately: 
13 Hrs on 5/5/90 duty cycle 

• Capacity[mAh]: 1950mAh (Typical) 
1900mAH (Minimum) 

• Intelligent: Yes 

• No. of Charge cycle: 1000 

• Energy Density (mAH/cm3): 14.6 

• Operating Temp Range (°c): 0c to 45c 
(charging) -30c to +60c (discharging) 

• IP Rating: IP68 

• Memory Effect: None 

• Requires Maintenance: No 

• Intrinsic Safety Std: No 

Part Number: PMNN4525A TCC Varenr.: 18540 
BATT IMPRES LIION IP68 1950T 
Unit of Measure: EA  CE: Yes    RTTE: Yes 

 

 

 

Universal Nylon Chest Pack 

• Material: Nylon 

• Attachment Type: Chest 

• Belt Swivel: N 

• Display/Non-Display: Both 

Part Number: HLN6602A TCC Varenr.: 13675 
UNIVERSAL CHESTPACK 
Unit of Measure: EA  CE: No    RTTE: No 

 

 

 
Carry Case Shoulder Strap 

• Adjustable Black Nylon Strap for cases 
with D-rings 

• Material: Nylon 

• Attachment Type: NA 

• Belt Swivel: NA 

• Quick Release of Radio: Yes 

Part Number: NTN5243A TCC Varenr.: 13709 
STRAP 
Unit of Measure: EA  CE: No    RTTE: No 

 

 

 
2.5" Replacement Swivel Belt Loop 

• Material: Hard Leather 

• Attachment Type: Belt Loop 

• Belt Swivel: Y 

• Display/Non-Display: N/A 

Part Number: PMLN5610A TCC Varenr.: 17790 
2.5 INCH SWIVEL BELT LOOP 
Unit of Measure: EA CE: No   RTTE: No 

 

 

 

 
Batteries (Continued) 

 
 

 

 
 

Carrying Solutions 
 

 

 
 

 

 

IMPRES Li-Ion 3000mAh CE Battery 

• Dimensions L x W x H (mm): 112.35 x 
51.65 x 23.2 

• Weight:152g 

• Chemistry: Li Ion 

• Operational Time (Hrs) approximately: 
18/13.5 hours (Digital/Analogue - DP4000 
Series) 
28/21.5 hours (Digital/Analogue - 
DP4000e Series) 
27.5/21 hours (Digital/Analogue - 
DP2000e Series) 

• Capacity (mAh): 3000 mAh (Typical) 

• Intelligent: Yes 

• No. of Charge cycle: 300 

• Energy Density (mAh/cm3): 22.3 

• Operating Temp Range (discharge): -10°c 
to +60°c 

• IP Rating: IP68 

• Memory Effect: No 

• Requires Maintenance: No 

• Intrinsic Safety Std: No 

Part Number: PMNN4493A TCC Varenr.: 18539 
BATT IMPRES LIION HE DENS IP68 3000T 
Unit of Measure: EA  CE: Yes    RTTE: Yes 

 

 

1.75 inch Black leather Belt 

• Material: Hard Leather 

• Attachment Type: Belt 

• Belt Swivel: N 

• Display/Non-Display: Both 

Part Number: 4200865599 TCC Varenr.: 10846 
BELT WAIST BLK 
Unit of Measure: EA  CE: No    RTTE: No 

 

 

Waterproof Bag 

• Material: Plastic 

• Attachment Type: Shoulder 

• Belt Swivel: N 

• Display/Non-Display: Both 

Part Number: HLN9985B TCC Varenr.: 13640 
WEATHERPOOF BAGGIE 
Unit of Measure: EA  CE: No    RTTE: No 

 

 

2" Belt Clip 

• Material: Plastic 

• Attachment Type: Belt Clip 

• Belt Swivel: N 

• Display/Non-Display: N/A 

Part Number: PMLN4651A TCC Varenr.: 18541 
BELT CLIP 2" 
Unit of Measure: EA CE: No   RTTE: No 
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Hard Leather Carry Case with 3" 

Fixed Belt Loop for Display Radio 

• Material: Hard Leather 

• Attachment Type: Belt Loop 

• Belt Swivel: N 

• Display/Non-Display: Display 

Part Number: PMLN5863A TCC Varenr.: 18542 
HARD LEATHER CC 3IN FIXED LKP 
Unit of Measure: EA CE: No   RTTE: No 

 

 

 
Hard Leather Carry Case with 3" 

Swivel Belt Loop for Display Radio 

• Material: Hard Leather 

• Attachment Type: Belt Loop 

• Belt Swivel: Yes 

• Display/Non-Display: Display 

Part Number: PMLN5865A TCC Varenr.: 18544 
HARD LEATHER CC 3IN SWL LKP 
Unit of Measure: EA CE: No   RTTE: No 

 

 

 
Hard Leather Carry Case with 2.5" 

Swivel Belt Loop for Display Radio 

• Material: Hard Leather 

• Attachment Type: Belt Loop 

• Belt Swivel: Yes 

• Display/Non-Display: Display 

Part Number: PMLN5867A TCC Varenr.: 18546 
HARD LEATHER CC 2.5IN SWL LKP 
Unit of Measure: EA CE: No   RTTE: No 

 

 

 
Nylon Carry Case with 3" Fixed Belt 

Loop for Display Radio 

• Material: Nylon 

• Attachment Type: Belt Loop 

• Belt Swivel: N 

• Display/Non-Display: Display 

Part Number: PMLN5869A TCC Varenr.: 18419 
NYLON CASE 3IN FIXED LKP 
Unit of Measure: EA  CE: No    RTTE: No 

 

 

 
2.5" Belt Clip 

• Material: Plastic 

• Attachment Type: Belt clip 

• Belt Swivel: N 

• Display/Non-Display: N/A 

Part Number: PMLN7008A TCC Varenr.: 18550 
CARRY ACCESSORY-BELT CLIP,2.5-INCH BELT CLIP 
Unit of Measure: EA  CE: No    RTTE: No 

 

 

 

 
Carrying Solutions (Continued) 

 

 

 
 

 
 

 
 

 

 

3" Replacement Swivel Belt Loop 

• Material: Hard Leather 

• Attachment Type: Belt Loop 

• Belt Swivel: Y 

• Display/Non-Display: N/A 

Part Number: PMLN5611A TCC Varenr.: 18493 
 
3.0 INCH SWIVEL BELT LOOP 
Unit of Measure: EA CE: No   RTTE: No 

 

 

Hard Leather Carry Case with 3" 

Swivel Belt Loop for Non-Display 

Radio 

• Material: Hard Leather 

• Attachment Type: Belt Loop 

• Belt Swivel: N 

• Display/Non-Display: Non Display 

Part Number: PMLN5864A TCC Varenr.: 18543 
HARD LEATHER CC 3IN FIXED NO DISPLY 
Unit of Measure: EA CE: No   RTTE: No 

 

 

Hard Leather Carry Case with 3" 

Swivel Belt Loop for Non-Display 

Radio 

• Material: Hard Leather 

• Attachment Type: Belt Loop 

• Belt Swivel: Yes 

• Display/Non-Display: Non Display 

Part Number: PMLN5866A TCC Varenr.: 18345 
HARD LEATHER CC 3IN SWL NO DISPLY 
Unit of Measure: EA CE: No   RTTE: No 

 

 

Hard Leather Carry Case with 2.5" 

Swivel Belt Loop for Non-Display 

Radio 

• Material: Hard Leather 

• Attachment Type: Belt Loop 

• Belt Swivel: Yes 

• Display/Non-Display: Non Display 

Part Number: PMLN5868A TCC Varenr.: 18547 
HARD LEATHER CC 2.5IN SWL NO DISPLY 
Unit of Measure: EA  CE: No    RTTE: No 

 

 

Nylon Carry Case with 3" Fixed Belt 

Loop for Non-Display Radio 

• Material: Nylon 

• Attachment Type: Belt Loop 

• Belt Swivel: N 

• Display/Non-Display: Non Display 

Part Number: PMLN5870A TCC Varenr.: 18549 
NYLON CASE 3IN FIXED NO DISPLY 
Unit of Measure: EA  CE: No    RTTE: No 
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Break-A-Way Chest Pack 

• Material: Nylon 

• Attachment Type: Chest 

• Belt Swivel: N 

• Display/Non-Display: Both 

Part Number: RLN4570A TCC Varenr.: 17942 
BREAKAWAY CHEST PACK 
Unit of Measure: EA CE: Yes   RTTE: No 

 

 

 

Charger Interface Unit for IMPRES 

MUC 

• Interfaces with IMPRES Multi Unit 
Chargers via DB-15 connector. 

• Detects and reads Battery information 

from charger pockets. 

• Powered through a Universal Serial 
Bus(USB)interface. 

• Note: MUC is not included. 

Part Number: NNTN7677A TCC Varenr.: 17944 
FLEET MANAGEMENT CHRGR INTERFACE UNIT 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

 
Core Single Unit Charger (Euro) 

• Dimensions 
HxWxD(mm):46.1x114x114.6 

• Weight(g):151 

• Chemistry: NiCd / NiMH / LiIon 

• No. of Pockets: 1 

• Maintenance system: N 

• Operating voltage AC: 220-240 

• Line Cord: Euro 

• Display: N 

• Charger Type: Core (Non-IMPRES) 

Part Number: NNTN8273A TCC Varenr.: 18153 
CHARGER STD SUC W/POWER SUPPLY, 
SWITCH-MODE-21W, EURO 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

 

 
Carrying Solutions (Continued) 

 

 

 
Universal Radiopak & Utility Case 

• Material: Nylon 

• Attachment Type: Chest 

• Belt Swivel: N 

• Display/Non-Display: Both 

Part Number: RLN4815A TCC Varenr.: 18182 
FANNY PACK CARRY ACCESSORY 
Unit of Measure: EA  CE: No    RTTE: No 

 

 

 

 
 

Chargers and Conditioners 
 

 

 

 

2.5" Vibrating Belt Clip 

• Material: Plastic 

• Attachment Type: Belt Clip 

• Belt Swivel: N 

• Display/Non-Display: N/A 

• Note: For use with PMNN4488 Battery 
Only 

Part Number: PMLN7296A TCC Varenr.: 18551 
CARRY ACCESSORY-BELT CLIP,VIBRATING BELT CLIP 
FOR USE WITH PMNN4488 BATTERY 
Unit of Measure: EA  CE: Yes    RTTE: No 

 

 

IMPRES Battery Data Reader 

• This IMPRES Battery Reader enables 
IMPRES battery users to evaluate and 
maintain their IMPRES battery quality by 
collecting valuable information on battery 
performance. 

• Note: Laptop and Radio are not included. 

Part Number: NNTN7392A TCC Varenr.: 17943 
ASSY, KIT, IMPRES BATTERY DATA READER 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

Charger Interface Unit for IMPRES 

SUC 

• Intefaces with IMPRES Single Unit 
Chargers via DB-15 Connector 

• Detects and reads battery information 
from charger pockets 

• Powered through a Universal Serial Bus 
(USB) interface 

• Note: SUC is not included 

Part Number: NNTN8045A TCC Varenr.: 17945 
CHARGR INTRFCE UNT GEN1 IMPRES SUC 
Unit of Measure: EA  CE: Yes    RTTE: No 
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IMPRES Charger Display Module 

(CDM) 

• Allows Non Display Multiunit Chargers to 
be upgraded to include Display modules. 

Part Number: RLN5382C På forespørsel 
ACCESSORY IMPRES CHARGER DISPLAY SALES 
MODULE (CDM) 
Unit of Measure: EA  CE: No    RTTE: No 

 

 

 
IMPRES Multi Unit Charger (Euro 

Plug) 

• Dimensions HxWxD(mm): 
157.6x445.0x287.9 

• Weight(g): 3750 

• Chemistry: NiCd / NiMH / LiIon 

• No. of Pockets: 6 

• Maintenance system: Y 

• Operating voltage AC: 100-240 

• Line Cord: EURO 

• Display: 1-Up 

• Charger Type: Impres 

Part Number: WPLN4213B TCC Varenr.: 17549 
ACCESSORY 
KIT,ACCESSORY,ACCESSORY,CHARGER,IMPRES MUC - 
EURO PLUG 
Unit of Measure: EA CE: Yes   RTTE: No 

 

 

 
IMPRES Multi Unit Charger with 

display (US Plug) 

• Dimensions HxWxD(mm): 
157.6x445.0x287.9 

• Weight(g): 3750 

• Chemistry: NiCd / NiMH / LiIon 

• No. of Pockets: 6 

• Maintenance system: Y 

• Operating voltage AC: 100-240 

• Line Cord: US 

• Display: YES 

• Charger Type: Impres 

  

 

 
IMPRES Multi Unit Charger with 

display (UK Plug) 

• Dimensions HxWxD(mm): 
157.6x445.0x287.9 

• Weight(g): 3750 

• Chemistry: NiCd / NiMH / LiIon 

• No. of Pockets: 6 

• Maintenance system: Y 

• Operating voltage AC: 100-240 

• Line Cord: UK 

• Display: YES 

• Charger Type: Impres 

  

 

 

 
Chargers and Conditioners (Continued) 

 

 

 
 

 
 

 

 

Core Single Unit Charger (UK) 

• Dimensions HxWxD(mm): - 

• Weight(g): - 

• Chemistry: NiCd / NiMH / LiIon 

• No. of Pockets: 1 

• Maintenance system: N 

• Operating voltage AC: 230 

• Line Cord: UK 

• Display: N 

• Charger Type: Core (Non-IMPRES) 

  

 

IMPRES Multi Unit Charger (US 

Plug) 

• Dimensions HxWxD(mm): 
157.6x445.0x287.9 

• Weight(g): 3750 

• Chemistry: NiCd / NiMH / LiIon 

• No. of Pockets: 6 

• Maintenance system: Y 

• Operating voltage AC: 100-240 

• Line Cord: US 

• Display: 1-Up 

• Charger Type: Impres 

  

 

IMPRES Multi Unit Charger (UK 

Plug) 

• Dimensions HxWxD(mm): 
157.6x445.0x287.9 

• Weight(g): 3750 

• Chemistry: NiCd / NiMH / LiIon 

• No. of Pockets: 6 

• Maintenance system: Y 

• Operating voltage AC: 100-240 

• Line Cord: UK 

• Display: 1-Up 

• Charger Type: Impres 

  

 

IMPRES Multi Unit Charger with 

display (Euro Plug) 

• Dimensions HxWxD(mm): 
157.6x445.0x287.9 

• Weight(g): 3750 

• Chemistry: NiCd / NiMH / LiIon 

• No. of Pockets: 6 

• Maintenance system: Y 

• Operating voltage AC: 100-240 

• Line Cord: EURO 

• Display: YES 

• Charger Type: Impres 

Part Number: WPLN4220B TCC Varenr.: 18403 
ACCESSORY,ACCESSORY,CHARGER,IMPRES MUC 
W/DISPLAY  - EURO PLUG 
Unit of Measure: EA CE: Yes   RTTE: No 
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IMPRES Single Unit Charger (UK 

Switch mode power supply) 

• Dimensions HxWxD(mm): TBA 

• Weight(g): TBA 

• Chemistry: NiCd / NiMH / LiIon 

• No. of Pockets: 1 

• Maintenance system: Y 

• Operating Voltage (Vac): 90-264 

• Line Cord: UK 

• Display: No 

• Charger Type: IMPRES 

  

 

 

MagOne Earpiece with in-line 

microphone and PTT 

• Operation: Receive and transmit 

• PTT: In-line 

• Vox capability: Yes 

• Extra Vox-Switch on PTT: Yes 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e series 

• Note: MagOne warranty 6 months 

Part Number: PMLN5727A TCC Varenr.: 17799 
EARPIECE INLINE MIC/PTT,SWVL,MAGONE 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

 
3-Wire Surveillance Earpiece with 

Combined Mic/PTT(Black) 

• Separate PTT and Microphone 

• Operation: Receive and Transmit 

• Programmable button: yes 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e series 

• Replacement translucent tube and clear 
eartip: RLN6242A 

Part Number: PMLN6754A TCC Varenr.: 17998 
IMPRES 3WIRE SURV KIT W/CLR TUBE-BLK 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

 

 
Chargers and Conditioners (Continued) 

 

 

 
IMPRES Single Unit Charger (EURO 

Switch mode power supply) 

• Dimensions HxWxD(mm): TBA 

• Weight(g): TBA 

• Chemistry: NiCd / NiMH / LiIon 

• No. of Pockets: 1 

• Maintenance system: Y 

• Operating Voltage (Vac): 90-264 

• Line Cord: EURO 

• Display: No 

• Charger Type: IMPRES 

Part Number: WPLN4255B TCC Varenr.: 17548 
IMPRES SUC LEVEL V SMPS EU CORD 
Unit of Measure: EA CE: Yes   RTTE: No 

 

 

 

 
 

Ear Microphone Solutions 
 

 

 

 

IMPRES Single Unit Charger (US 

Switch mode power supply) 

• Dimensions HxWxD(mm): TBA 

• Weight(g): TBA 

• Chemistry: NiCd / NiMH / LiIon 

• No. of Pockets: 1 

• Maintenance system: Y 

• Operating Voltage (Vac): 90-264 

• Line Cord: US 

• Display: No 

• Charger Type: IMPRES 

  

 

2-Wire Surveillance Earpiece with 

Combined Mic/PTT(Beige) 

• PTT: PTT on Mic 

• Operation: Receive and Transmit 

• Headband: None 

• VOX capability: Yes 

• Extra VOX-Switch on PTT: Yes 

• Intrinsic Safety Standard: N 

• Replacement translucent tube and clear 
eartip: HKLN4478B 

Part Number: PMLN5726A TCC Varenr.: 17798 
2 WIRE SURVEILLANCE KIT, BEIGE 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

MagOne Earbud with in-line 

microphone and PTT 

• Operation: Receive and transmit 

• PTT: In-line 

• Vox capability: Yes 

• Extra Vox-Switch on PTT: Yes 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e series 

• Note: MagOne warranty 6 months 

Part Number: PMLN5733A TCC Varenr.: 17801 
EARBUD W IN-LINE MIC/PTT, MAG ONE 
Unit of Measure: EA CE: Yes   RTTE: Yes 
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Adjustable D Style Earpiece with 

Inline Mic/PTT 

• Operation: Receive and transmit 

• PTT: In-line 

• Vox capability: No 

• Programmable Button: No 

• Ear Hanger size adjustable as per User's 
need 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e series 

Part Number: PMLN6757A TCC Varenr.: 18021 
EARPIECE,ADJUST D-STYLE W/ IN-LINE PTT/MIC 
Unit of Measure: EA  CE: Yes    RTTE: Yes 

 

 

 

MagOne Earset with Boom 

Microphone and In-line PTT/VOX 

switch 

• PTT: In-line 

• Receive via: Single ear 

• Transmit via: Boom mic 

• Headband: None 

• Vox capability: Yes 

• Extra Vox-Switch on PTT: Yes 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e series 

• Note: MagOne warranty 6 months 

Part Number: PMLN5732A TCC Varenr.: 17800 
EARSET W/ BOOM MIC, MAG ONE 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

 
IMPRES Temple Transducer with 

PTT and Noise Cancelling 

Microphone 

• Receive method: Bone conduction 

• Transmit method: Microphone 

• Voice Activation: Y 

• PTT: In Line 

• Intrinsic Safety: No 

Part Number: PMLN6759A TCC Varenr.: 18426 
AUDIO ACCESSORY-HEADSET,TEMPLE TRANSDUCER 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

 

 
Ear Microphone Solutions (Continued) 

 

 

 
2-Wire Surveillance Earpiece with 

Combined Mic/PTT(Black) 

• Combined PTT and Microphone 

• Operation: Receive and Transmit 

• Programmable button: No 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e series 

• Replacement translucent tube and clear 
eartip: RLN6242A 

Part Number: PMLN7269A TCC Varenr.: 17797 
2-WIRE SURVEILLANCE KIT W/QUICK DISCONNECT 
CLEAR ACOUSTIC TUBE,BLACK 
Unit of Measure: EA  CE: Yes    RTTE: Yes 

 

 

 

 
 

Headsets 
 

 

 

 

3-Wire Surveillance Earpiece with 

Combined Mic/PTT(Beige) 

• Separate PTT and Microphone 

• Operation: Receive and Transmit 

• Programmable button: yes 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e series 

• Replacement translucent tube and clear 
eartip: RLN6242A 

Part Number: PMLN6755A TCC Varenr.: 17999 
IMPRES 3WIRE SURV KIT W/CLR TUBE-BGE 
Unit of Measure: EA  CE: Yes    RTTE: Yes 

 

 

Heavy Duty Headset 

• PTT:Yes 

• Receive via: Both ears 

• Transmit via: Boom mic 

• Headband: Over 

• VOX capability: Yes 

• Noise Reduction Ratio: 24dB 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e series 

Part Number: PMLN5731A TCC Varenr.: 17803 
HEAVY DUTY HDST, NC, INLINE PTT 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

Lightweight Headset w/PTT & VOX 

• PTT: In Line 

• Receive method: Single muff 

• Transmit method: Microphone 

• Headband: Overhead 

• Voice Activation (VOX): Y 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e series 

Part Number: PMLN6635A TCC Varenr.: 18489 
ACCESSORY KIT,LIGHTWEIGHT HEADSET 
Unit of Measure: EA CE: Yes   RTTE: Yes 
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MAGONE Breeze Headset w/ Boom 

Mic & PTT 

• PTT: In-line 

• Receive via: Single ear 

• Transmit via: Boom mic 

• Headband: Behind the Head 

• Vox capability: Yes 

• Extra Vox-Switch on PTT: No 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e series 

• Note: MagOne warranty 6 months 

Part Number: PMLN6761A TCC Varenr.: 18427 
AUDIO ACCESSORY-HEADSET,ULTRA-LITE HEADSET 
MAGONE 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

 
Noise Canceling Over The Head 

Heavy Duty Headset 

• PTT: yes 

• Receive: both ears 

• Transmit via: boom mic 

• Headband: over the head 

• VOX capability: no 

• Noise reduction: 24dB 

• Intrinsic safety standard: No 

• IP rating: IP54 

Part Number: PMLN7464A TCC Varenr.: 18553 
OVER THE HEAD H/DUTY HEADSET, SLIM 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

 

 
Headsets (Continued) 

 

 

 
 

 
Noise Canceling Over-The-Head 

Heavy Duty Headset - TIA4950 

approved 

• PTT: yes 

• Receive: both ears 

• Transmit via: boom mic 

• Headband: over the head 

• VOX capability: no 

• Noise reduction: 24dB 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e series 

• IP rating: IP54 

Part Number: PMLN7465A TCC Varenr.: 18554 
OVER THE HEAD H/DUTY HEADSET/TIA, SLIM 
Unit of Measure: EA  CE: Yes    RTTE: Yes 

 

 

Noise Canceling Behind-The-Head 

Heavy Duty Headset 

• PTT: yes 

• Receive: both ears 

• Transmit via: boom mic 

• Headband: behind the head 

• VOX capability: no 

• Noise reduction: 24dB 

• Intrinsic safety standard: No 

• IP rating: IP54 

Part Number: PMLN6760A TCC Varenr.: 18486 
BEHIND THE HEAD H/DUTY HEADSET, SLIM 
Unit of Measure: EA  CE: Yes    RTTE: Yes 

 

 

Noise Canceling Behind-The-Head 

Heavy Duty Headset - TIA4950 

approved 

• PTT: yes 

• Receive: both ears 

• Transmit via: boom mic 

• Headband: behind the head 

• VOX capability: no 

• Noise reduction: 24dB 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e series 

• IP rating: IP54 

Part Number: PMLN6763A TCC Varenr.: 18552 
BEHIND THE HEAD H/DUTY HEADSET/TIA, SLIM 
Unit of Measure: EA CE: Yes   RTTE: Yes 
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Receive only Earpiece with 

Translucent Tube and Eartip - FM 

• Operation: Attach to RSM -Receive Only 

• PTT: No 

• VOX capability: No 

• Programmable Button: No 

• Intrinsic Safety Standard: UL-TIA4950/FM 

Part Number: MDRLN4941A TCC Varenr.: 13622 
RECEIVE-ONLY EARP. W. TRANSC. TUBE 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

 
Receive only Earpiece with 

Translucent Tube and Eartip - Non 

FM non UL 

• Replaces MDRLN4941A Voice Tube for 
non intrinsic safety standard 
requirements 

• Operation: Attach to RSM -Receive Only 

• PTT: No 

• VOX capability: No 

• Programmable Button: No 

• Intrinsic Safety Standard: No 

Part Number: PMLN7560A TCC Varenr.: 18557 
REC ONLY EARPIECE W/TRANSLUCENT  TUBE 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

 
IMPRES Remote Speaker 

Microphone 

• Audio Jack: Y 

• Emergency Button: N 

• Volume Control: N 

• Programmable Button: N 

• IP Rating: IP55 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e series 

• Acoustic: Windporting Omni-Directional 

• Housing: Small 

Part Number: PMMN4073A TCC Varenr.: 17748 
MICROPHONE,IMPRES RSM, SMALL 3.5 JACK 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

 
Remote Speaker Microphone 

(IP54)with Ear Jack & Enhanced 

Noise Reduction 

• Audio Jack: 3.5mm 

• Emergency Button: N 

• Volume Control: N 

• Windporting feature : Y 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e series 

Part Number: PMMN4076A TCC Varenr.: 17629 
MICROPHONE,RSM SMALL 3.5 JACK, NO EMERG 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

 

 
Remote Speaker Microphones 

 

 

 
 

 
 

 

 

Earbud with 3.5mm Plug 

• Operation: Attach to RSM 

• PTT: No 

• VOX capability: No 

• Programmable Button: No 

• Intrinsic Safety Standard: UL-TIA4950/FM 

Part Number: MDRLN4885B TCC Varenr.: 11123 
EARBUD WITH 3.5MM PLUG 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

Adjustable D-style Earpiece for 

RSM 

• Operation: attach to RSM - Receive only 

• No PTT 

• 3.5mm jack 

• For use with Remote Speaker 
microphones 

• Ear Hanger size adjustable as per user's 
need 

Part Number: PMLN7396A TCC Varenr.: 18487 
RX-ONLY ADJ D-STYLE W/STD 3.5MM JACK 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

IMPRES Remote Speaker 

Microphone, NC, IP54 

• Audio Jack: Y 

• Emergency Button: N 

• Volume Control: N 

• Programmable Button: N 

• IP Rating: IP54 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e series 

• Acoustic: Windporting Omni-Directional 

• Housing: Large 

Part Number: PMMN4071A TCC Varenr.: 18555 
MICROPHONE,IMPRES RSM LARGE 3.5 JACK NC 
Unit of Measure: EA CE: Yes   RTTE: Yes 

 

 

Remote Speaker Microphone 

(IP57), with Enhanced Noise 

Reduction 

• Audio Jack: N 

• Emergency Button: No 

• Volume Control: No 

• Windporting feature : Y 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP2000e series 

Part Number: PMMN4075A TCC Varenr.: 17794 

RSM, SMALL IP57, NO EMERG 
Unit of Measure: EA CE: Yes   RTTE: Yes 
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Over the ear Receiver for RSM 

• Operation: Attach to RSM 

• Emergency Button: No 

• Volume Control: No 

• Programmable Button: No 

• Intrinsic Safety Standard: UL-TIA4950 for 
DP4000e series/FM 

Part Number: WADN4190B TCC Varenr.: 13623 
EAR RCVR W/COIL CBL&3.5MM PLUG 
Unit of Measure: EA CE: No   RTTE: No 

 

 

 

Antenna ID Band (Yellow) 

• These Antenna ID bands are packed in a 
poly bag, each bag contains 10 units 

• Color : Yellow 

Part Number: 32012144002 TCC Varenr.: 18559 
ANTENNA ID BAND (YELLOW-PACK OF 10PCS) 
Unit of Measure: EA  CE: No    RTTE: No 

 

 

 
Antenna ID Band (Blue) 

• These Antenna ID bands are packed in a 
poly bag, each bag contains 10 units 

• Color : Blue 

Part Number: 32012144004 TCC Varenr.: 18561 
ANTENNA ID BAND (BLUE- PACK OF 10PCS) 
Unit of Measure: EA  CE: No    RTTE: No 

 

 

 
Multi-Unit Charger Wall Mount Kit 

• Allows the Multi-Unit Chargers to be wall 
mounted. 

Part Number: NLN7967A TCC Varenr.: 10803 
 
MULTI-UNIT CHARGER WALL MOUNT KIT 
Unit of Measure: EA CE: No   RTTE: No 

 

 

 

 
Remote Speaker Microphones (Continued) 

 
 

 

 
 

Miscellaneous Accessories 
 

 

 
 

 

 

IMPRES Remote Speaker 

Microphone, Windporting, IP67 

• Audio Jack: N 

• Emergency Button: N 

• Volume Control: N 

• Programmable Button: N 

• IP Rating: IP67 

• Intrinsic Safety Standard: N 

• Acoustic: Windporting Omni-Directional 

• Housing: Large 

Part Number: PMMN4108A TCC Varenr.: 18556 
AUDIO ACCESSORY-REMOTE SPEAKER 
MICROPHONE,IMPRES WINDPORTING RSM IP67 
Unit of Measure: EA  CE: Yes    RTTE: Yes 

 

 

Antenna ID Band (Grey) 

• These Antenna ID bands are packed in a 
poly bag, each bag contains 10 units 

• Color : Gray 

Part Number: 32012144001 TCC Varenr.: 18558 
ANTENNA ID BAND (GREY- PACK OF 10PCS) 
Unit of Measure: EA  CE: No    RTTE: No 

 

 

Antenna ID Band (Green) 

• These Antenna ID bands are packed in a 
poly bag, each bag contains 10 units 

• Color : Green 

Part Number: 32012144003 TCC Varenr.: 18560 
ANTENNA ID BAND (GREEN- PACK OF 10PCS) 
Unit of Measure: EA  CE: No    RTTE: No 

 

 

Antenna ID Band (Purple) 

• These Antenna ID bands are packed in a 
poly bag, each bag contains 10 units 

• Color : Purple 

Part Number: 32012144005 TCC Varenr.: 18562 
ANTENNA ID BAND (PURPLE- PACK OF 10PCS) 
Unit of Measure: EA CE: No   RTTE: No 

 

 



 

 

RFID Volume Knob 

• Pack of 20 radio volume knobs containing 
high-performance RFID tags. 

• Easily retrofitted to MOTOTRBO DP2000 
Series Radios and MTP3xxx Series 
Subscribers. 

• Enables RFID fleet management of 
Motorola Portables. 

Part Number: PMLN7354A TCC Varenr.: 18564 
KNOB,RFID VOL KNOB,DP24XX/26XX & MTP3XXX 
SERIES-20 PACK 
Unit of Measure: EA  CE: No    RTTE: No 

 

 

 

 
Miscellaneous Accessories (Continued) 

 
 

 

 
 

Vehicular Accessories 
 

Travel Charger with VPA adaptor 

• Dimensions HxWxD (mm):70x70x70 

• Weight (Kg): 0.3 with Bracket 

• Chemistry: Li-ION/NiMH 

• Number of Pockets : 1 

• Maintenance System: No 

• Operating Voltage: 12 - 32 volt 

• Line Cord: Other 

• Display: No 

• Charger Type: Rapid 

 Part Number: NNTN8525A TCC Varenr.: 17650 
CHARGER TRAVEL 
Unit of Measure: EA  CE: Yes    RTTE: Yes 

 

 

 

Portable Accessory Dust Cover 

• Protects the radio accessory connector 
when Motorola Original accessories are 
not being used. 

Part Number: PMLN6066A TCC Varenr.: 18563 
SLIM CONNECTOR AESTHETIC COVER 
Unit of Measure: EA CE: No   RTTE: No 

 

 

MOTOTRBO Portable 
Programming 

Cable 

• Cable to allow radio programming. 

Part Number: PMKN4115B TCC Varenr.: 17630 
PROGRAMMING CABLE USB 
Unit of Measure: EA CE: No   RTTE: No 

 

 


